
Canopy 90 96 104 111 117 124 132 140 150 168 188 210 230 250
AXY1 89 93 2/8 97 2/8 99 5/8 102 106 4/8 111 6/8 115 119 126 6/8 134 140 7/8 155 1/8 163 5/8
A1-B1 1 1/8 1 1/8 1 3/8 1 2/8 1 3/8 1 1 1 1/8 1 1/8 1 1/8 1 2/8 1 2/8 1 3/8 1 3/8
A1-C1 5 1/8 5 1/8 5 3/8 5 5/8 5 7/8 5 6/8 6 6 2/8 6 3/8 6 7/8 7 2/8 7 5/8 7 5/8 8 2/8
A1-D1 10 3/8 10 3/8 11 11 3/8 11 6/8 11 5/8 12 2/8 12 5/8 13 13 7/8 14 5/8 15 3/8 16 16 7/8

AXY2 89 93 2/8 97 2/8 99 5/8 102 106 4/8 111 6/8 115 119 126 6/8 134 140 7/8 155 1/8 163 5/8
A2-B2 1 2/8 1 1/8 1 3/8 1 4/8 1 3/8 1 2/8 1 3/8 1 3/8 1 3/8 1 4/8 1 5/8 1 5/8 1 6/8 2
A2-C2 6 1/8 6 1/8 6 2/8 6 6/8 6 6/8 6 6/8 7 1/8 7 3/8 7 5/8 8 1/8 8 4/8 8 7/8 9 4/8 9 7/8
A2-D2 12 1/8 12 3/8 13 13 3/8 13 5/8 13 6/8 14 4/8 14 7/8 15 3/8 16 3/8 17 3/8 18 2/8 19 1/8 19 7/8

AXY3 89 93 2/8 97 2/8 99 5/8 102 106 4/8 111 6/8 115 119 126 6/8 134 140 7/8 155 1/8 163 5/8
A3-B3 1 3/8 1 3/8 1 5/8 1 5/8 1 4/8 1 3/8 1 4/8 1 4/8 1 4/8 1 5/8 1 6/8 1 6/8 2 2
A3-C3 6 4/8 6 6/8 6 7/8 7 1/8 7 1/8 7 2/8 7 5/8 7 7/8 8 1/8 8 6/8 9 1/8 9 5/8 10 10 5/8
A3-D3 13 1/8 13 3/8 14 14 3/8 14 5/8 14 6/8 15 4/8 16 16 4/8 17 5/8 18 5/8 19 4/8 20 4/8 21 4/8

LCL 72 74 77 1/8 79 1/8 80 6/8 82 7/8 86 7/8 89 4/8 92 5/8 98 5/8 104 2/8 109 5/8 122 129 4/8
TOGGLE 14 15 3/8 14 3/8 15 3/8 15 15 3/8 16 1/8 16 5/8 16 6/8 17 4/8 18 2/8 18 7/8 19 5/8 20 5/8

ULC1 29 3/8 30 3/8 31 4/8 32 2/8 33 33 7/8 35 4/8 36 5/8 37 7/8 40 3/8 42 5/8 44 6/8 46 7/8 48 7/8
UCL3 30 3/8 31 4/8 32 5/8 33 4/8 34 1/8 35 36 6/8 37 7/8 39 1/8 41 6/8 44 1/8 46 3/8 48 3/8 50 5/8
UCL4 32 1/8 33 1/8 34 4/8 35 2/8 36 1/8 37 38 7/8 40 41 3/8 44 46 5/8 49 51 1/8 53 4/8
UCL5 37 2/8 38 3/8 40 41 41 7/8 42 7/8 45 46 3/8 48 51 1/8 54 56 6/8 59 4/8 62

Deployment Brake Setting

E5-C5 9 7 7/8 8 7/8 8 5/8 8 5/8 7 4/8 7 5/8 8 5/8 8 5/8 9 5/8 11 11 3/8 13 14
Full Flight Setting

E5-D5 22 4/8 21 5/8 18 4/8 17 3/8 16 7/8 16 16 1/8 17 4/8 17 4/8 17 7/8 20 1/8 20 4/8 25 3/8 27

All dimensions in inch
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ENSURE LOOPS ARE HELD EVENLY AND 
SECURELY. EACH LINE TO BE LOADED TO 
4.5KG DURING MEASUREMENT.
MEASURE THE DEPLOYMENT BRAKE 
SETTING WITH THE TOGGLES STOWED.
MEASURE THE FULL FLIGHT SETTING WITH 
THE TOGGLES UNSTOWED.

MEASURE FROM END OF SUSPENSION LINE 
LOOP TO BARTACK ON SUSPENSION LINE 
ATTACHMENT TAB.

STABILIZER FLOAT
A : 1/2
B : 3/4
C : 1 1/4

LCL TOGGLE
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